Features:

@ 2" wifi IP Network IP65 Mini Plastic Speed PTZ Camera

@ External Antenna, Night vision full color, WIFI Receiving Range: 100M
@ Support HTTP, DHCP, DNS, RTSP, PPPoE, DDNS, FTP, E-mail, UPNP
@ Support Onvif, App IC See, Two way audio, Support TF card(128GB)
@ 4pcs White Leds, 4pcs IR Leds, IR Range: 20M

@ Lens: 3.6mm Board Lens

@ Motion Detection, Remote View and Control

4 Pan Range: 320°, Pan Speed: Max 30°/sec

@ Tilt Range: 90°, Tilt Speed: Max 30°/sec

@ Power Supply: DC 12V/2A

@ Size: 90mm x 170mm x 190mm

@ Weight: 0.9KG

Specifications:

Model VN-WDM40HD

Description

VN-WDMS50HD

2" wifi IP Network IP65 Mini Plastic Speed PTZ Camera,4pcs White Leds, 4pcs IR Leds, IR Range: 20M

Video Output

1 x RJ45 port

4.0 Megapixel, 1080P CMOS

Image Sensor SC3335 + XM530

5.0 Megapixel CMOS Sensor
SC5339P+XM550

Resolution 2560 x 1440

2592 x 1944

Lens

3.6mm Board Lens

Minimum illumination

0.1 Lux @(F2.0,AGC ON), 0.01 Lux with IR

Day/Night

IR cut filter with auto switch, IR sensor , Night vision full color

Video compression

H.265 compression

Audio Two Way Audio
3DNR YES
D-WDR YES
Motion Detection YES

Network interface

RJ45 10M/100M adaptive Ethernet interface

Wifi protocol Wi-Fi(IEEE802.11b) , WIFI Receiving Range: 100M
Al feature Al humanoid Detection,Area Detection
Storage TF Card slot, upto 128G, cloud Storage
Power/Current 12V / 2A

Dimension (mm)

90mm x 170mm x 190mm

Weight (g)

0.9 kg

Temperature

0~50°C / less than 95% (No condensation)
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