
Features:
◆ Plastic Small Motion Auto Tracking PTZ IP wifi Camera
◆ IR LED: 6pcs, IR Range: 10M
◆ Lens: 3.6mm(2MPixels)
◆ Pan: 0° - 355°, Tilt: 0° - 120°
◆ Video Output: 1 x RJ45 port, TF Card slot , upto 128G
◆ Support email alert trigger by Motion detection
◆ PNP(Plug and Play), support smart phone & tablets
◆ Two-way Audio, H.264 video compression, app (IC See)
◆ OSD, Motion Detection, Remote View and Control
◆ Wifi connect by scan QR codes, smart key easily, radar scanning
◆ Built in PIR Alarm, Push alarm to smart phone or CMS
◆ Working Temperature: -10℃~+60℃
◆ Size: 185mm x 160mm x 130mm
◆ Power: 5V 1000MA power adapter include
◆ Weight: 1500g

Specifications:

Model VN-XMF30

Description Plastic Small Motion Auto Tracking PTZ IP wifi Camera，IR LED: 6pcs, IR Range: 10M

TV System NTSC / PAL

Video Output 1 x RJ45 port

Resolution
3.0 MegaPixels CMOS XM535+Q03
3MP@ 25fps(PAL), 30fps(NTSC)

Effective Pixels 2048(H)×1536(V)

Minimum Illumination 0.001Lux

Day/Night IR cut filter with auto switch, IR sensor

Network 1 RJ45 Ethernet interface, 10/100M adaptation

Delay Within The LAN0.3S

Video Compression H.264 compression

Audio processing G.711A decoding standard, support two-way voice to speak function, support audio and video synchronization

Motion Detection YES

Storage TF Card slot , upto 128G,cloud Storage

AI feature AI humanoid Detection,Dual-light smart alert, Area Detection

WiFi YES

3DNR YES

D-WDR YES

Power/Current DC 5V/1000mA

Consumption 3.0W

Lens 3.6mm(2M Pixels)

Dimension (mm) 185mm x 160mm x 130mm

Weight (g) 1.5 kg

Temperature -10℃~+60℃

Humidity 0%-90%
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